Benzyl Alcohol - MSDS

1. Product Name and Identification

Product Name: Benzyl Alcohol

Chemical Formula: C7TH80

Synonyms: Phenylmethanol, Benzene Carbinol

CAS Number: 100-51-6

Manufacturer/Supplier: [Insert Manufacturer Name]

Emergency Contact Information: [Insert Emergency Contact Details]

2. Composition/Ingredients

Substance: Benzyl Alcohol
Chemical Name: Benzyl Alcohol
CAS Number: 100-51-6
Percent by Weight: > 99%

3. Hazards ldentification

GHS Classification:
e Acute toxicity - Oral (Category 4)
e Acute toxicity - Dermal (Category 5)
o Eye irritation (Category 2)
Signal Word: Warning
Hazard Statements:
e H302: Harmful if swallowed.
e H313: May be harmful in contact with skin.
e H319: Causes serious eye irritation.
Precautionary Statements:
e P264: Wash hands thoroughly after handling.
o P270: Do not eat, drink, or smoke when using this product.
e P280: Wear protective gloves and eye/face protection.

Potential Health Effects:

o Eye Contact: May cause irritation or redness.

« Skin Contact: Prolonged exposure may dry the skin or cause mild irritation.
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« Inhalation: Overexposure can lead to irritation of the respiratory system.
e Ingestion: May lead to nausea, dizziness, or central nervous system effects.

4. First Aid Measures

General Advice: Seek medical attention if symptoms persist or worsen.

o Eye Contact: Rinse immediately with plenty of water for at least 15 minutes. Remove
contact lenses if present and easy to do. Consult a physician.

o Skin Contact: Wash with soap and water. If irritation or rash develops, seek medical
advice.

o Inhalation: Move to fresh air. If breathing is difficult, administer oxygen and seek
medical attention.

e Ingestion: Rinse the mouth thoroughly with water. Do not induce vomiting. Seek
medical help immediately.

5. Handling and Storage
Handling:
« Avoid direct contact with the substance.
e Use in well-ventilated areas.
e Prevent inhalation of vapors or mist.
Storage:
« Store in acool, dry, and well-ventilated place.

o Keep container tightly closed.
o Keep away from incompatible materials, such as strong acids and oxidizers.

6. Exposure Controls/Personal Protection

Exposure Limits: No specific occupational exposure limits established.
Engineering Controls:
e Use adequate ventilation or local exhaust to minimize exposure.
Personal Protective Equipment (PPE):
o Eye Protection: Safety goggles or glasses with side shields.
e Skin Protection: Protective gloves resistant to chemicals (e.g., nitrile or PVC).
o Respiratory Protection: Use an approved respirator if vapor levels exceed permissible

limits.
e Clothing: Wear suitable protective clothing to minimize skin contact.



7. Physical and Chemical Properties

Appearance: Clear, colorless liquid

Odor: Slight aromatic smell

Boiling Point: 205°C (401°F)

Melting Point: -15°C (5°F)

Flash Point: 100°C (212°F) (closed cup)
Density: 1.044 g/mL at 25°C

Vapor Pressure: 0.13 hPa at 20°C

Solubility: Miscible with water

pH: Approximately 7 (neutral in water solution)

8. Stability and Reactivity

Chemical Stability: Stable under normal conditions.
Conditions to Avoid:

« High heat, open flames, and sparks.
« Prolonged exposure to air may lead to oxidation.

Materials to Avoid:
« Strong acids, alkalis, and oxidizers.
Hazardous Decomposition Products:

e When heated, may release toxic fumes of carbon monoxide and carbon dioxide.

9. Toxicological Information
Acute Toxicity:

e Oral LD50 (Rat): 1,230 mg/kg
o Dermal LD50 (Rabbit): 2,000 mg/kg

Chronic Exposure: Not classified as carcinogenic by IARC, NTP, or OSHA.
Irritation:

e Moderate eye irritant.
« Prolonged skin exposure may cause mild irritation.

Symptoms of Exposure:



e Dizziness, headache, or nausea upon inhalation of vapors.

10. Disposal Considerations

Waste Disposal Methods:

Dispose of contents and container in accordance with local, state, and national regulations. Avoid
discharge into drains or waterways. Contact a certified waste disposal company for large
quantities.

Container Handling:
Do not reuse or refill containers. Empty containers may retain product residue; handle as

hazardous waste.



